### PRODUCT NAME

Eastman Cristal(TM) Copolyester EN067

### SPECIFICATIONS

<table>
<thead>
<tr>
<th>PROPERTY</th>
<th>LIMITS</th>
<th>TEST METHOD</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inherent Viscosity</td>
<td>0.58 - 0.62</td>
<td>EMN-A-AC-G-V-1</td>
</tr>
</tbody>
</table>

The CIE L* and b* color of the base resin pellet material (precursor) is certified through in-process testing and monitoring to be within the following ranges:

- **CIE L***: 56.2 Minimum
- **CIE b***: -1.9 to 0.6

For reasons of safety and accuracy, the person performing this procedure must be thoroughly trained and under the supervision of a professional person who is knowledgeable in the relevant science. Equipment and materials described should be used in accordance with safety precautions recommended by their manufacturers. Limits in this specification are applicable only to data obtained by the referenced test method.

Neither Eastman Chemical Company nor its marketing affiliates shall be responsible for the use of this information, or of any product, method, or apparatus mentioned, and you must make your own determination of its suitability and completeness for your own use, for the protection of the environment, and for the health and safety of your employees and purchasers of your products. No warranty is made of the merchantability or fitness of any product, and nothing herein waives any of the seller's conditions of sale.